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includes a vertical rod, the vertical rod has a plurality of
horizontal posts extending outwardly therefrom so as to insert
into the socket tools.

9 Claims, 12 Drawing Sheets
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1
DISPLAY BOX FOR SOCKETS

FIELD OF THE INVENTION

The present invention relates to a display box for sockets
which prevents the sockets from being stolen and enhances
aesthetics appearance.

BACKGROUND OF THE INVENTION

Referring to FIGS. 1 and 2, a conventional tool hanging
card 10 is disclosed in TW Publication No. M454911 and
contains a body 11, two connecting members 12, two first
screwing elements 13, two second screwing elements 14, and
a coupling set 15. The body 11 includes a first portion 111, a
second connection portion 112, two coupling portions 113
defined on two sides of the second connection portion 112, a
plurality of locking blocks 114 arranged on each coupling
portion 113, two first joining portions 115 formed on two
bottom ends of two sides of the first portion 111, and two
second joining portions 116 arranged on two distal ends of
two sides ofthe second portion 112. Each connecting member
12 has plural fixing elements 121 corresponding to the plu-
rality of locking blocks 114 of the body 11 so as to fit plural
sockets 20, a third joining portion 122 defined on a first end
thereof and connecting with each first joining portion 115 by
means of each first screwing element 13 which is a screw bolt.
Each connecting member 12 also has a fourth joining portion
123 formed on a second end thereof and connecting with each
second joining portion 116 by means of each second screwing
element 1 which is a screw bolt. An accommodation space is
defined by the two connecting members 12 and the body 11 so
as to receive the plural sockets 20. The second connection
portion 112 of the body 11 has plural through holes 117
formed thereon, and between the third joining portion 122
and the fourth joining portion 123 of each connecting mem-
ber 12 is defined a recessed portion 124 for inserting a tying
band 15, such that the body 11 is connected with each con-
necting member 12 securely, thus holding the plural sockets
20 by ways of the tool hanging card 10.

However, the tool hanging card 10 has the following dis-
advantages:

1. After the body 11 connects with the two connecting
members 12 by using the two first screwing elements 13 and
the two second screwing elements 14, the two connecting
members 12 and the coupling set 15 expose outside the tool
hanging card 10, thus influencing aesthetics appearance.

2. After the body 11 connects with the two connecting
members 12 by using the two first screwing elements 13 and
the two second screwing elements 14, the coupling set 15 ties
the body 11 and the two connecting members 12 so that the
plural sockets 20 are limited in the accommodation space,
thus removing the plural sockets 20 troublesomely.

The present invention has arisen to mitigate and/or obviate
the afore-described disadvantages.

SUMMARY OF THE INVENTION

The primary object of the present invention is to provide a
display box for sockets which prevents the sockets from being
stolen.

Further object of the present invention is to provide a
display box for sockets in which a limiting frame is hidden on
a back surface of a body so as to achieve aesthetics appear-
ance.

Another object of the present invention is to provide a
display box for sockets in which a first flexible retaining
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portion and a second flexible retaining portion of the limiting
frame are cut, and then the limiting frame is pulled out of the
body so that plural first horizontal posts and plural second
horizontal posts of the limiting frame are separated from first
socket tools and second socket tools, thereby removing the
first socket tools and the second socket tools from the body
easily.

To obtain the above objectives, a display box for sockets
provided by the present invention contains: a body and a
limiting frame.

The body includes a plurality of receiving chambers
arranged on a front surface thereof so as to accommodate
socket tools and includes an accommodation portion defined
on a back surface thereof and communicating with the plu-
rality of receiving chambers. The limiting frame is fixed in the
accommodation portion of the body by a fixing structure and
includes a vertical rod, the vertical rod has a plurality of
horizontal posts extending outwardly therefrom so as to insert
into the socket tools.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1is a perspective view of a conventional tool hanging
card.

FIG. 2 is another perspective view of the conventional tool
hanging card.

FIG. 3 is a perspective view showing the exploded compo-
nents of a display box for socket tools according to a first
embodiment of the present invention.

FIG. 4 is another perspective view showing the exploded
components of the display box for the socket tools according
to the first embodiment of the present invention.

FIG. 5 is a perspective view showing the assembly of the
display box for the socket tools according to the first embodi-
ment of the present invention.

FIG. 6 is a cross sectional view showing the assembly of
the display box for the socket tools according to the first
embodiment of the present invention.

FIG. 7 is a cross sectional view showing the operation of
the display box for the socket tools according to the first
embodiment of the present invention.

FIG. 8 is a perspective view showing the exploded compo-
nents of a display box for socket tools according to a second
embodiment of the present invention.

FIG. 9 is another perspective view showing the exploded
components of the display box for the socket tools according
to the second embodiment of the present invention.

FIG. 10 is a perspective view showing the assembly of the
display box for the socket tools according to the second
embodiment of the present invention.

FIG. 11 is a cross sectional view showing the assembly of
the display box for the socket tools according to the second
embodiment of the present invention.

FIG. 12 is a cross sectional view showing the operation of
the display box for the socket tools according to the second
embodiment of the present invention.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

With reference to FIGS. 3 and 4, a display box 30 for
sockets according to a first embodiment of the present inven-
tion comprises: a body 31 and a limiting frame 32. The body
31 includes a plurality of receiving chambers arranged on a
front surface thereof so as to accommodate socket tools; in
this embodiment, the body 31 includes plural first receiving
chambers 311 arranged on a first side of the front surface
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thereof so as to accommodate first socket tools 40 and plural
second receiving chambers 311a defined on a second side of
the front surface thereof so as to accommodate second socket
tools 40a, wherein each first receiving chamber 311 has a first
side fence 312 formed on an outer side end thereof, and each
second receiving chamber 311q has a second side fence 312a
formed on an outer side end thereof; in this embodiment, the
first side fence 312 and the second side fence 312a extend
outwardly to cover outer end portions of each first socket tool
40 and each second socket tool 40qa; and each first receiving
chamber 311 has a first beveled face 313 defined on an inner
side end thereof, each second receiving chamber 311a has a
second beveled face 3134 formed on an inner side end
thereof, such that inner end portions of each first socket tool
40 and each second socket tool 40a are moved easily so that
each first socket tool 40 and each second socket tool 40a
remove from the display box 30 conveniently; the body 31
also includes an accommodation portion 314 defined on a
central portion of a back surface thereof, wherein a first side
of the accommodation portion 314 communicates with the
inner side end of each first receiving chamber 311, and a
second end of the accommodation portion 314 communicates
with the inner side end of each second receiving chamber
311a. To hang the display box 30 conveniently, the body 31
further includes a hanging portion 315 defined on a top end
thereof and being a through slot, a marking portion 316
formed on a predetermined position of the front surface
thereof'so as to mark at least one of trademark patterns, letters
and sizes of each first socket tool 40 and each second socket
tool 40a thereon; the limiting frame 32 is fixed in the accom-
modation portion 314 of the body 31 and includes a vertical
rod 321 having a plurality of horizontal posts extending out-
wardly from the vertical rod 321. In this embodiment, the
limiting frame 32 is made of flexibly plastic material and
includes plural first horizontal posts 322 extending outwardly
from a first side thereof corresponding to the plural first
receiving chambers 311 of the limiting frame 32, and the
limiting frame 32 also includes plural second horizontal posts
322a extending outwardly from a second side thereof corre-
sponding to the plural second receiving chambers 3114 of the
limiting frame 32; between the limiting frame 32 and the body
31 is defined a fixing structure for fixing the limiting frame 32
in the accommodation portion 314 of the body 31, and the
fixing structure includes at least one flexible retaining portion
arranged on the vertical rod 321 of the limiting frame 32, the
body 31 includes at least one locking notch for inserting and
fixing the at least one flexible retaining portion of the limiting
frame 32; in this embodiment, the vertical rod 321 of the
limiting frame 32 has a first flexible retaining portion 323
extending outwardly from a first end thereof and a second
flexible retaining portion 324 extending outwardly from a
second end thereof, and the body 31 further includes a first
locking notch 317 and a second locking notch 318 so as to
insert and fix the first flexible retaining portion 323 and the
second flexible retaining portion 324 of the limiting frame 32.
As shown in FIGS. 5 and 6, the body 31 is connected with the
limiting frame 32, and since the limiting frame 32 is made of
flexibly plastic material, the plural first horizontal posts 322
and the plural second horizontal posts 3224 of the limiting
frame 32 bend and insert into the first socket tools 40 and the
second socket tools 40qa, and the first flexible retaining por-
tion 323 and the second flexible retaining portion 324 of the
limiting frame 32 are inserted and fixed in the first locking
notch 317 and the second locking notch 318 of the body 31 so
that the limiting frame 32 is mounted in the accommodation
portion 314 of the body 31, and the display box 30 holds the
first socket tools 40 and the second socket tools 40a and is
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hung by ways of the hanging portion 315 of the body 31, thus
displaying the socket tools. When the display box 30 is dis-
played for sale, and a theft is desired to steal the first socket
tools 40 and the second socket tools 40a by pulling inner end
portions of the first socket tools 40 and the second socket tools
40a, due to the plural first horizontal posts 322 and the plural
second horizontal posts 322a of the limiting frame 32 are
pressed by the accommodation portion 314 of the body 31,
and contacting positions of the inner end portions of the first
socket tools 40 and the plural first horizontal post 322 are
close to connecting portions of the vertical rod 321 and the
plural first horizontal posts 322, and contacting positions of
the inner end portions of the second socket tools 40a and the
plural second horizontal post 322a are close to connecting
portions of the vertical rod 321 and the plural second hori-
zontal posts 322a, so the plural first horizontal posts 322 and
the plural second horizontal posts 3224 of the limiting frame
32 have strong reinforcement to prevent from deformation
when they are pulled by the inner end portions of the first
socket tools 40 and the second socket tools 40a, thus avoiding
the first socket tools 40 and the second socket tools 40a being
removed from the display box 30. In addition, the first side
fence 312 and the second side fence 312a of the body 31 cover
the outer end portions of each first socket tool 40 and each
second socket tool 404 so as to prevent the outer end portions
of each first socket tool 40 and each second socket tool 40a
from being pulled outwardly, thus obtaining anti-theft pur-
pose. Thereby, the first socket tools 40 and the second socket
tools 40a are accommodated in the plural first receiving
chambers 311 and the plural second receiving chambers 311a
of the body 31 by using the plural first horizontal posts 322
and the plural second horizontal posts 3224 of the limiting
frame 32, so not only each first socket tool 40 and each second
socket tool 40a will not be stolen, but also the limiting frame
32 is hidden on the back surface of the body 31 so as to
achieve aesthetics appearance.

As illustrated in FIG. 7, as intending to remove each first
socket tool 40 and each second socket tool 40a, the first
flexible retaining portion 323 and the second flexible retain-
ing portion 324 of the limiting frame 32 are cut, and then the
limiting frame 32 is pulled out of the body 31 so that the plural
first horizontal posts 322 and the plural second horizontal
posts 322a ofthe limiting frame 32 are separated from the first
socket tools 40 and the second socket tools 40a, thereby
removing the first socket tools 40 and the second socket tools
40a from the body 31 easily.

With reference to FIGS. 8 and 9, a display box 50 for
sockets according to a second embodiment of the present
invention comprises: a body 51 and a limiting frame 52. The
body 51 includes plural first receiving chambers 511 arranged
on a first side of the front surface thereof so as to accommo-
date first socket tools 60 and plural second receiving cham-
bers 511a defined on a second side of the front surface thereof
so as to accommodate second socket tools 60a, wherein each
first receiving chamber 511 has a first side fence 512 formed
onan outer side end thereof, and each second receiving cham-
ber 511ahas a second side fence 512a formed on an outer side
end thereof; the first side fence 512 has a first stopping portion
513, and the second side fence 512a has a second stopping
portion 513a; in this embodiment, each of the first stopping
portion 513 and the second stopping portion 513a is a recess;
the body 51 also includes an accommodation portion 514
defined on a central portion of a back surface thereof, wherein
a first side of the accommodation portion 514 communicates
with an inner side end of each first receiving chamber 511,
and a second end of the accommodation portion 514 commu-
nicates with an inner side end of each second receiving cham-
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ber 511a. To hang the display box 50 conveniently, the body
51 further includes a hanging portion 515 defined on a top end
thereof and being a through slot, a marking portion 516
formed on a predetermined position of the front surface
thereof'so as to mark at least one of trademark patterns, letters
and sizes of each first socket tool 60 and each second socket
tool 60a; the limiting frame 52 is fixed in the accommodation
portion 514 of the body 51 and includes a vertical rod 521
having a plurality of horizontal posts extending outwardly
from the vertical rod 521; In this embodiment, the limiting
frame 52 is made of flexibly plastic material and includes
plural first horizontal posts 522 extending outwardly from a
first side thereof corresponding to the plural first receiving
chambers 511 of the limiting frame 52, and the limiting frame
52 also includes plural second horizontal posts 522a extend-
ing outwardly from a second side thereof corresponding to the
plural second receiving chambers 5114 of the limiting frame
52; between the limiting frame 52 and the body 51 is defined
a fixing structure for fixing the limiting frame 52 in the
accommodation portion 514 of the body 51, and the fixing
structure includes at least one flexible retaining portion
arranged on the vertical rod 521 of the limiting frame 52, the
body 51 includes at least one locking notch for inserting and
fixing the at least one flexible retaining portion of the limiting
frame 52; in this embodiment, the vertical rod 521 of the
limiting frame 52 has a first flexible retaining portion 523
extending outwardly from a first end thereof and a second
flexible retaining portion 524 extending outwardly from a
second end thereof, and the body 51 further includes a first
locking notch 517 and a second locking notch 518 so as to
insert and fix the first flexible retaining portion 523 and the
second flexible retaining portion 524 of the limiting frame 52.
As shown in FIGS. 10 and 11, the body 51 is connected with
the limiting frame 52, and since the limiting frame 52 is made
of flexibly plastic material, the plural first horizontal posts
522 and the plural second horizontal posts 522a of the limit-
ing frame 52 bend and insert into the first socket tools 60 and
the second socket tools 60a, and an end portion of each first
horizontal post 522 of the limiting frame 52 is inserted in the
first stopping portion 513 of the body 51 the end portion of
each first horizontal post 522, an end portion of each second
horizontal post 5224 of the limiting frame 52 is inserted in the
second stopping portion 513a of the body 51 so as to stop the
end portion of each second horizontal post 522a, and the first
flexible retaining portion 523 and the second flexible retain-
ing portion 524 of the limiting frame 32 are inserted and fixed
in the first locking notch 517 and the second locking notch
518 of'the body 51 so that the limiting frame 52 is mounted in
the accommodation portion 514 of the body 51, and the
display box 50 holds the first socket tools 60 and the second
socket tools 60a and is hanged hung by ways of the hanging
portion 515 of the body 51, thus displaying the socket tools.
When the display box 50 is displayed for sale, and a theft is
desired to steal the first socket tools 60 and the second socket
tools 60a by pulling inner end portions of the first socket tools
60 and the second socket tools 60a, due to the plural first
horizontal posts 522 and the plural second horizontal posts
522aq of the limiting frame 52 are pressed by the accommo-
dation portion 514 of the body 51, and contacting positions of
the inner end portions of the first socket tools 60 and the plural
first horizontal post 522 are close to connecting portions of
the vertical rod 521 and the plural first horizontal posts 522,
and contacting positions of the second socket tools 60a and
the plural second horizontal posts 522a are close to connect-
ing portions of the vertical rod 521 and the plural second
horizontal posts 5224, so the plural first horizontal posts 522
and the plural second horizontal posts 5224 of the limiting
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frame 52 have strong reinforcement to prevent from defor-
mation when they are pulled by the inner end portions of the
first socket tools 60 and the second socket tools 60a, thus
avoiding the first socket tools 60 and the second socket tools
60a being removed from the display box 50. In addition, the
first stopping portion 513 and the second stopping portion
513a of the body 51 stop the end portion of each first hori-
zontal post 522 and each second horizontal post 522a of the
limiting frame 52, such that outer end portions of each first
socket tool 60 and each second socket tool 60a are not pulled
outwardly, thus obtaining anti-theft purpose. Accordingly,
the first socket tools 60 and the second socket tools 60a are
accommodated in the plural first receiving chambers 511 and
the plural second receiving chambers 511a of the body 51 by
using the plural first horizontal posts 522 and the plural sec-
ond horizontal posts 522a of the limiting frame 52, so not
only each first socket tool 60 and each second socket tool 60a
will not be stolen, but also the limiting frame 52 is hidden on
the back surface of the body 51 so as to achieve aesthetics
appearance.

As illustrated in FIG. 12, as intending to remove each first
socket tool 60 and each second socket tool 60a, the first
flexible retaining portion 523 and the second flexible retain-
ing portion 524 of the limiting frame 52 are cut, and then the
limiting frame 52 is pulled out of the body 51 so that the plural
first horizontal posts 522 and the plural second horizontal
posts 522a ofthe limiting frame 52 are separated from the first
socket tools 60 and the second socket tools 60a, thereby
removing the first socket tools 60 and the second socket tools
60a from the body 51 easily.

While the preferred embodiments of the invention have
been set forth for the purpose of disclosure, modifications of
the disclosed embodiments of the invention as well as other
embodiments thereof may occur to those skilled in the art.
Accordingly, the appended claims are intended to cover all
embodiments which do not depart from the spirit and scope of
the invention.

What is claimed is:

1. A display box for sockets comprising:

a body including a plurality of receiving chambers
arranged on a front surface thereof'so as to accommodate
sockets, each receiving chamber having a side fence
formed on an outer side end thereof to cover an outer end
portion of each socket, the body also including an
accommodation portion defined on a back surface
thereof and communicating with an inner side end of
each receiving chamber;

a limiting frame being fixed in the accommodation portion
on the back surface of the body by a fixing structure and
including a vertical rod, the vertical rod having a plural-
ity of horizontal posts extending outwardly therefrom so
as to abut against the accommodation portion on the
back surface of the body, wherein each horizontal post
bends and inserts into each socket from the inner side
end of each receiving chamber to avoid removing each
socket from each receiving chamber on the front surface
of the body.

2. The display box for the sockets as claimed in claim 1,
wherein the body includes plural first receiving chambers
arranged on a first side of the front surface thereof and plural
second receiving chambers defined on a second side of the
front surface thereof.

3. The display box for the sockets as claimed in claim 2,
wherein each first receiving chamber has a first beveled face
defined on an inner side end thereof, and each second receiv-
ing chamber has a second beveled face formed on an inner
side end thereof.
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4. The display box for the sockets as claimed in claim 2,
wherein the body also includes the accommodation portion
defined on a central portion of the back surface thereof,
wherein a first side of the accommodation portion communi-
cates with an inner side end of each first receiving chamber,
and a second end of the accommodation portion communi-
cates with an inner side end of each second receiving cham-
ber.

5. The display box for the sockets as claimed in claim 2,
wherein the limiting frame includes plural first horizontal
posts extending outwardly from a first side thereof corre-
sponding to the plural first receiving chambers of the limiting
frame, and the limiting frame also includes plural second
horizontal posts extending outwardly from a second side
thereof corresponding to the plural second receiving cham-
bers of the limiting frame.

6. The display box for the sockets as claimed in claim 1,
wherein the fixing structure of the limiting frame includes at
least one flexible retaining portion arranged on the vertical
rod, and the body includes at least one locking notch for
inserting and fixing the at least one flexible retaining portion
of the limiting frame.

7. The display box for the sockets as claimed in claim 1,
wherein the body further includes a hanging portion defined
on a top end thereof.

8. A display box for sockets comprising:

a body including plural first receiving chambers arranged

on a first side of a front surface thereof and plural second
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receiving chambers defined on a second side of the front
surface thereof, with the receiving chambers arranged to
accommodate sockets, wherein each first receiving
chamber has a first side fence formed on an outer side
end thereof, wherein each second receiving chamber has
a second side fence formed on an outer side end thereof,
with the body also including an accommodation portion
defined on a back surface thereof and communicating
with the receiving chambers; and
a limiting frame fixed in the accommodation portion of the
body by a fixing structure, with the limiting frame
including a vertical rod having plural first horizontal
posts extending outwardly from a first side of the limit-
ing frame and corresponding to the plural first receiving
chambers and plural second horizontal posts extending
outwardly from a second side of the limiting frame and
corresponding to the plural second receiving chambers,
wherein each first side fence of the body has a first
stopping portion for stopping an end portion of a corre-
sponding first horizontal post of the limiting frame, and
wherein each second side fence of the body has a second
stopping portion for stopping an end portion of a corre-
sponding second horizontal post of the limiting frame.
9. The display box for the sockets as claimed in claim 8,
wherein each of the first stopping portion and the second
stopping portion is a recess.
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